Site Issves:

The demands of future development
- will have to be balanced with hisfor-
- ic preservafion and the existing site,
which make parking, vehicularacess,
and loading all critical issues.

Site and historic analyses revealad only three
potenticol configurations of the existing struc-
fures, Around these, parking ond acess sfud-
les were conducted, both for 1he legalbe-cir-
cumscrioed property as wall as for a polentiol
aosement to thewest, Loading strategies ware
o devedoped forroutine delveries by fracior-rail-
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«5ite Strategy 1. All buikings remain, Vehicu-
lar poccess & required from Poinsett Streed, an
urforvorable condiion for mew Lses thal gen-
erole o krge volume of public froffic,

«5ite Strategies 2-5: Vorious Dulldings remairin
aach sirategy crcumnavigated by a vehicu-
- lar kop to Meeting Streel, a favorable shaf-
egy for larger volumes of frafiic,

b, X N
B

Porting Shabegy 1h-A1 fpace s st

e

o

*Loading Strategy 1. A frocior-froller would
oo to he rear of the building, with loading
accomplished abzng the southern wall of The
Trolley Bom, A considerable amaount of park-
Ing wowkd ke sacrficed for this strotegy.

sLoading Strategy 2. A frocior-irailer would
reverne on Mesting Street and back olong
the southem side of the Trolley Barm (on area
curently cooupied by odditions], While ths
scheme does nof socrios parking, ibwould be
L Incomvenient for drivers ond require the fem:-
o perory dissuption of frafic on Meefing Street,
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